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Accessories Part No. Date Instruction Part No. Replaces

32 026 285 May 10 13 327 039
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16

T20

1813 1510

Nm

e1*94/20*1846*00

kg
85 kg

D-Wert:  11,3 kN
Saab 9-5 2010 >
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32026285

ORIS  FAHRZEUGTEILE 
HANS RIEHLE GMBH 

Typ 

kN 

kg 

D 
S 

e  1 
A50-X E463 

11.3 
85 1846 

18 15/16 40 Nm 18 75 Nm

15/16 40 Nm
+60°

+60°+60°
85 Nm

 Nm+-3

18 75 Nm
+60°
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10
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16
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3.

1. 2.15
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20

13
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1. 2.

22

13

23

1. 2.
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24
1.

16 40 Nm

2.

+60°

+ RHLH

25

15/18

40 Nm
75 Nm

+60° LH

26

15/18

40 Nm
75 Nm

+60° RH

27

18

1.
2.

85 Nm
 Nm+-3
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1.

2.

29
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1.

2.

30
31

33
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31

13

32

2.1.

33

13
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2.1.

35
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36

2.
1.

2.
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37

4.

1.

3.2.

38

40

T20

39

T20
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10

41 + RHLH

42

43

1. 2.
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44

+60° 18

75 Nm

85 Nm
+60°

15/16



12 822 269  11/09



20

3x
2x

Ø 38

Saab 9-5 Sedan

X1

BK/RD

15x

3x

2x

MKM-9238 / 10 / 13 mm TORX 25/40

RD
+-

RD
+-

WH (CAN)

13 333 736   / 13-pin

2x

2x

2x

2x

Soap

Compound

glueing seal

90485251



1

Color 
Table



2

43



5

6

1.

2.

Ø 38 mm

3.

3.

LHD

RHD



7

8

90485251

Compound

glueing seal
1.

2.

3x

1.

2. 2x

1.

2.



9

10

2.

1.
3.

12-13

11

BK/RD

X1

4x



11

1.

2.

3.

VT/WH

stop

VT/WH

stop

X1
X1

BK/RD
BK/RD

4.

VT/WH
BK/RD

5.

MKM-923

X1

BK/RD

6.

7.

BK/RD

8.



12

13

1.

2.

3.

2.

3.

4.

1.



14

15 16

9x

15

21-28

WH
RD

VT/RD
PIN 13

+- Ignition (+15)

PIN 13



17

18

4.

VT/RD VT/RD VT/RD

1. 2.

3.
MKM-923

25

+-
X2 X2

25A

25A

X2

25

OR

IEC

1.

2.

19

WH

LHD

20RHD



19

1.

GN

PIN 1
CAN

WH

LHDCAN

2.

5.

WH

GNGN

WH

GN GN

3.

4

MKM-923



20 RHDCAN

WH

2.

PIN 22

CAN

3.

6.

WH

WH

BU

BU

4.

5.

MKM-923

1.



21

22

2.1.

23



23

3.

2.

1.

RD/BU

RD

Soap

4.

6.

5.

7.

90485251

Compound

glueing seal



24

25

26 27

20

20

2.1.

RD/BU

RD

RD/BU

RD

MKM-923

20A

20A



28

29

1.

2x
2.

2.
1.



30

31

32

PC MDI

TIS 2 WEB
Global TIS
Service Programming
TIM (Trailer Interface Module)
UPA (Ultrasonic Park Assist /
         Trailer Hitch Permanent
         Compensation)
EBCM (Trailer Stability Assist)
             set DID to 1=>Active



33
stop 1 3

2 4 R

+ +-

PIN 9 PIN 10
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Accessories Part No Date Instruction Part No. Replaces

13 333 736 Sep 10

G930A001



2

G930A002

RD

1

G930A003

RD

IEC

UEC

RD

WH (CAN)

2



3

G930A004

GN/VT
X2-17

3

G930A005

4



4

SoapRD/BU

G930A006

5 6

87

90485251

RD

RD

G930A007

9

1

MKM-923

3

2

4

10

GN/VTGN/VT

X2-17

X2-17

1m 0,75 RD
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Accessories Part No. Date Instruction Part No. Replaces

12 824 498 Jun 10 12 824 499



2 12 824 499

Saab 9-5

10

10 Nm



12 824 499 3

Saab 9-5

1

RH

2

T20

3
X

X

X

10

4

10



4 12 824 499

Saab 9-5

5

6

7 8



12 824 499 5

Saab 9-5

4

9

2.
1.

X
X

X

X

1110

12

1.

2.



6 12 824 499

Saab 9-5

13

14

10 3.

1.2.

15 16

1.
2.



12 824 499 7

Saab 9-5

17

1.

18

2.

X
X

X

X

19 20



8 12 824 499

Saab 9-5

21
X

X

X

10

22

10

23



12 824 499 9

Saab 9-5

24

25

T20

26

RH

Nm



- 8 -

24

25

T20

26

RH

Nm




